
 
  

 
  

Specifications     
 

  
HDTV Analog Y, Pb, Pr:       720p, 1080i  

SDTV Analog Y, Cr, Cb:     480i, 480p (4:3, 16:9), 576p 

        

PC/Mac:     
VGA, SVGA, XGA, SXGA 

640 x 480, 800 x 600, 1024 x 768, 1280 x 1024 
        
Composite:     1V p-p into 75om 

S-Video (Luma):     1V p-p into 75om 

S-Video (Chroma):     0.286 V p-p into 75om 

RF:     CH 3 

Audio:      2-CH, 1K 

Remote Control:     Included (Wireless) 

Composite,  S - Video:     NTSC or  PAL 

Power:     90-240 V, 50-60 Hz 

Weight:     3 lbs. 

Dimensions:     1.5 (H) x 8 (W) x 6 (D) 
 

    

HDTV-2 Multimedia Generator  

 
 

Just  imagine... . .You can make  

your Plasma, LCD and Projection  

video adjustments from proper  

distance by using Remote Control  

without going back and forth to  

change test  pattern, video format,  

or to reconnect cables.  

 

 

10 Test Patterns:  

 

Ful l  Fie ld  Bars,  SMPTE Bars,  B lack  

Graysca le,  Red,  Green,  Blue,  White  

Crosshatch,  Center  Cross,  Dots  

 
 

 
 


